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FRONT WHEEL/SUSPENSION

3040 N-m
{3.0—4.0 kg-m, 2220 f1-ib)

28-32 Nem
(2.8-3.2 kg-m, 20-23 ft-ib)
Coat the throsds with clean oil,

80120 N-m
{BO-12.0 kgum,
6887 frib)

4-7 N-m
10.4-0.7 kg-m,
3-5 frib)

1 D407 kgm,
3-5 fr-ih)

8-13 8-m
(0.8=1.3 kg-m,
70 fi-Ib}

o 11,8-2.5 kgm,

I 13=18 ft-ib)}
A2 Vs

13-18fed) -

[5.5-6.5 kg-m,
37_33 Mo 4047 frlb)
[2.7=3.3 kgm,
)34 fe-lt)

13-0

Date af lssue. May, 1981
O HONDA MOTOR CO, LTI,
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SERVICE INFORMATION

GENERAL INSTRUCTIONS

& Tha frant wheel utes 8 ubeless tire. For tubaless tire repaire, refer 1o the TUBELESS TIRE MANUAL, code Mo, 6141550,

fin Lh5.A,, HIC DBEZ1E]

Do not remove rivets, nut and pins from the rim, spoke plats gnd hb,
Mirvor ride an tha rim or oy 1o band the wheel,

Avoid damaging the stuminum ellay rim

The frant suspention uses an air sslsted fork Tront suspension. The front fork preload can bo changed by adjusting the

amount of sif préetsune in each Tork.

TORQUE VALUES

Front brake disc

Front axie nul

Front caliper bracket

Front caliper

Front axle holder nut

Front fork cap balt

Alr valve

At hose connectar

Front fork socker bodt

Handletar mounting balt

Steening stem bolt

Fork bridgs

Steeving ttem nut

Steering stem adjusting nut

Alr hase right
1eft

21—33 Nem (2.7 —3.3 kgm, 3024 Tribj
56~68 N-m {5.5-8.5 kg-m, 40-47 frab)
3040 N-m {3.0-4.0 kgm, 22-29 fiib)
15=20 N-m{1.5=2.0 kg-m, 17—=14 ft-lb]
1825 N-m {1 B8-2.5 kg-m, 13-18 T1.db]
16=30 M-m {1.5-3.0 kg-m, 11=22 frib]

4= 7 Nm 04-0.7 kg-m, 3— 5Tk

4— 7 Nm(0.4-0.7 kgm, 3- 6 frib)
16=356 Nem {1 .5=2.5 kg-m, 11=18 fr.Ib]
2832 Mem 12.8-3.2 kg-m, 2023 ftihb)
1825 Mem {1.8—2.5 kg-m, 1318 fi:ib)

B-13 M-m {0.9=13 kg=m, 7= 8 ftdb)

B0-120 Nem (8.0-12.0 kg-m, 5887 f1-Ib)

11=13 Mem {1.1-1.3 kgm, B— 8 frib)
TE=20 Mem (1 5—20 kg-m, 1714 fr-1b)
A= T Merm (0407 kg-m, 3- &b

The fairing is designed for the CBX'S1 model only. Do not try to install It on eny other matoreyels,

Apply claan oil o the thread,

Apply cleen oll to the thread.

Date of Haue: May, 1581
 HOWNDA MIOTOR CO, LTD.
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Hnmm
FRONT WHEEL/SUSPENSION _ m

1640
TOOLS
Special
Stewring stem sockot 078163710100
Hollow set wrench B mm 079173230000 of commarcially smilabia tool,
Bearing race remover 07946371050
Steering stem diived OFE46-3T 10600
Bearing driver attaschmeni OreaE—-3710700
Bearing race remover 079534250001
Commion
Retainer wranch attachment 07710-0010200
Ratsines wrench body 077100010801  ©f D7810-3230101
Attpchmant 42 = &7 mm D7 P4E=0010300
Pilot 16 mm 07746-00dgapn  °f 079469350200
Frant fork seal driver body 07747 -0010100
Fork sesl driver sttachmant E 07747-D010800 | OF 79474630100
Lock nut wrench socket 30 = 32 mm Q77 16000400 or commercially pailable tool.
Dirlver & 077480010000 ar 07849=0110000
Exierisian bar 077160020500 ot commercially available wal,

SPECIFICATION

T

Farke tube rumoul

STANDARD SERVICE LIMIT
Axle shaft runout 0.2 mm (0,01 in)
Front wheel rlm menout 2.0 mim (0,08 in)
2.0 mm (0.08 in}
Forke spring free langth BED.4 mm (22.42 in] 5593 mm (22,02 in)
0.2 mm (0,01 in)

Fork slider bushing 0.0,

30.,05-30.98 mm [1.573-1.574 in}

30 B8 mm (1668 in

Fork guide bushing 1.D,

3A.98-39.11 mm (1.535~1.540 in) | 38.23 mm (1,544 in)

Fark tube 0.0, 38.950-38.975 mm (1.5335—1 5344 In) 3890 mm [1.531 in)
Fork glider 1.0, 40.04-40.08 mm [1.576—1.578 in} 40.2 mm |1.58 in)
Fromt fork Muid capacity [{after draining] 245 e (11,7 oz)

[wttar dizassambly 305 cc (10.3 ax)

Front fork air prefsure

50—00 kPa {0,5-0.9 kg/em®, 7—13 pal}

13-2

Dave of lssue: May, 1981
@ HONDA MOTOR CO., LTD.



FORNT WHEEL/SUSPENSION

19

TROUBLESHODTING

Hard stearing

1. Hteering stom nut too thght

2. Faulty steering stem haaring
3. Damagesd stéaring iterm bearings
i}, Insufficiant tire prejaun

Steors 1o ong slde or does not track straighi

1. Unsvenly adjusted right and left shock
piinarbers

<. Bent fromt forks

3. Bent front axle; whee! installod incorrectly

Front wheel wabbling

1. Digtorted rim

2. Wom front whesl bearing
3. Fauity tire

4. Axle nat tightensd proparly

Soft suspansion

1. Weik fork spring

2. Insuificrent flued in from forks
3. Front fork gir pressurs incorrpct

Head wuspention
1. Incarrect fluld weight in front focks
4. Fork mir pressum incormect

Front suspeniion naiss

1. Waotn slider or gulde bushing

2. Insufficient fiuld in forks

3. Loose front fork Tastenars

4, Lsck of gresse In spesdomeisr gesd box

Date af hysun, Moy, 1881
& HOMNDA MOTOR C0., LTD,
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192 FRONT WHEEL/SUSPENSION

HEADLIGHT HEADLIGHT COVER

HEADLIGHT REMOVAL

Remaove the front feiring hesdlight cover

Aemone the headlight alm edjusting knob by
mmaving the atteching screw,

Remove the loek nut snd cag nut.

P
LOCK NUT

13-4 Date ol lsaue: May. 1881
2 HONDA MOTOR CO., LTD:
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HEADLIGHT RECEPTACLE

Pull the headlight cut snd disconnest the rocep
facle,

ADJUSTING SCAEW SET SPRING BULR
Remowe the bulb cower.

Remove the set spring and bulb,

Remove the horizontal sdjustment pivol screws,
Remove the horizontal sdjusting scriw,

Remove the headlight wnit rotaining screws and
headlight unit. \
Remoue the hesdlight baws.

HEADLIGHT BASE PI'h"E‘-IT SCREW UMIT RETAINER

SCREW

Aszembly i estentially the reverse of disassembly,

Afwer mssembly, sdjusy hesdiight beam [Page 3-159],

NOTE

| Wear clean gloves when imstalling the halogen
bulb. If you touch the bulb with your bare
hands, clean it with a clean cloth maistenad
with alcohol to prevant |15 earky fallure.

Dateof hdus: NMay, 1981
2 HONDA MOTOR CO. LTD, 13'5




154 FRONT WHEEL/SUSPENSION

INSTRUMENTS

CLUSTER DISASSEMBLY

DHsconnect the speindomoter and tachometer cables

Aemowa the ingtrumant maounting bolts,

Diwonnoct the couplers from the inetrumant
Elirgber,

Remowe the instrument cluster

TER CABLE

SPEEDOME
i r I

o

COUPLERS

13-6

Date of luwwe: Kay, TEE1
| HONDA MOTOR CO.. LTD



FRONT WHEEL/SUSPENSION 195

LOWER INSTRAUMENT CASE
Rormove the lowed imitrument éase by rEmoving

four cap nuis,

CAUTICN

Lo nof léave thie instrumenes upside dawn for

a long time ar deraping Mkl will feak oanto
the lenn

COUPLERS
Remove the couplers from the holder on the ind-

cator Immp cose

VOLTMETER

Remowe e valt mater

Amowve the bulbs and speedmater and fachometor
by pushing them our,

Check the moeters i the aeedlie swings abnosmally

TACHOMETER S'FEEDDMETEH

Date af leyue; May, 1987
B HONDA MOTOR COD.. LTD 1 3‘-7



195 FRONT WHEEL/SUSPENSION

CLUSTER ASSEMBLY
Irstall the indicator and meted bulbs,

Connect the wires eolor-to-colod.

NOTE

Aftar installing now bulls, ingpect the wiring
for cpen. or short elreuwlts | the bulbs da not
light.

HANDLEBAR SWITCH/HANDLEBAR

RIGHT HANDLEBAR SWITCH REPLAC-
MENT

Aemove the fuel rank,

Aemown the wrowsd holding the uppor and |ower
gwitch howsing.

Discannest the throtile eables from the throtile
grip. Aemove the throttle cables

Disconnect the front brakolight switch wires from
the swiich,

Remove the clamps.

Disconnect the fai TirQ Wind connacter,

Remowe the mnction block cover and disconmact
the right handleber switch eouplers.

LEFT TURMN RIGHT TURN
SIGNAL (Q) METER LIGHTS {Br/W)  SIGHAL (Lbj

DiL PRESSURE MEUTRAL REAR SUSPENSION HIGH BEAM (L]
IL/A) {La/H] AlR PRESSURE (LW

RIGHT HANDLEHAR
EL_"IITEH SCREW

= = T /

BRAKELIGHT SWITCH
WIRES

13-8

Diare of imue: May, 1581
0 HOMNDA MOTOR CO., LTD
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157

Install & new handleba vwilch, niining the location
pin of the switeh lowes houbslng with the hole s
thia handsabar
Reingtatl the throftle cobles. Instadl the throtile
grip andd conaect the thiottle cablem.
Tighten the lorwasrd sorew first, then tighten the
ieareard serew.
Chack the switch operation,
MHOTE
= Betore Lghtming the throtis eable lock
nut, turn e handiebar &l the way to th
right and pull the throtio cabler o the
right,
= Mlake surp thers s clearanoe beveeen the
vwiteh housing snd thrattle grip

At anstadling. odjuit throttle cabfe free play
{Poge X-6)

Install the couplers in the unction bock @ shown,
Install tha junction block cover pnd screws

Connect the lalring wire connocter and imstall the
wire Band,

LEFT HANDLEBAR SWITCH REPLACE-
MENT

Aemove the screws holding the Upper snd loawer
vwiteh howings.

Dlseonnsct the elutek switeh wines

FAomowe the wire band. Romowe the unotion
bock eover and disconnecl the switch coupleri
Aaplace tha laft handleber geitch,

LOCATICN PIN

THROTTLE CABLES

HUOLE

THROTTLE GRIP

RIGHT HANDLEBAR

LEFT

HANDLEBAR SWITCH

HANDLEBAR SWITCH

Dare of lesue: May, 1981
I HOMNDA MOTOR COL LTD
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198 FRONT WHEEL/SUSPENSION

RIGHT HANDLEBAR REMOWVAL

Aemave the right handlobar switch [page 13=-8]
Hemove tha front brake maester cylindos {pal;e
18=T]

Diisconnmect the front fork sir hose 51 the lelt fork
conpecter, atter releaving the air pressure from the
frang Tarks

Remouve the air hoe from the vight lack.

Ramove the ) ring

Loosen the handilohar setting bolt and remove the
right handistar,

RIGHT HANDLEBAR INSTALLATION

Install the right handiibar an the right fork tulbs,
imperting the location lug into the cutout ol the
fark bridge.

Apply clesn oil to the thread of the handlebar
potting bolt and ingtall it

Push tho handistsar forecard aad tighten the bolt to
the specified torgus.

TORQUE:
28=32 N-m (2.8-3.2 kg-m, 20=23 ft-Ib)
Coat the throttle grip area of the handlebar with

gragse,
Install the throttle grip and right handlsbar Featch.

SET RING

HANDOLEBAR

1 h III
FORK BRIDGE

13-10

Drate of lssur: May, 1981
D HONDA MOTOR CO., LTD
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PUNCH MARK

Ingtadl the fronl brake master cylinder on the
handlebas wiith the end of the holder aligred with
the punch mark and wire rellef facing down

Tighten the upper balt fint then tighten the lower
bol

After snembly, chock that the brake lever doos fol
toeeh e swilch holsing shien i % pulled b

Install the aet ring on the fork \wba groows.

PUNCH MARK HOLOER

Apply orease to o new oring and lvetadl i on the
wr losa jaint

Connect the oir hogs ta the right ok and tighten
it 1o specilied tomgue

TOROQUE: 4—T Nem (0.8-0.7 kg-m, 3—6 fr-Ibl

Route e air howe piopaily ond connect the dir
hose to thie beft fork hose commector and tighten to
pecified torgues

TOROLUE:
1520 Nim {1,5=2.0 kg-m, 1714 fe-lks)

Fill the fock mibe with air to the spocifiod prmssUTT,

Diate of Haue: bay, 1981
--.-'tgméﬂarr'ﬁn co, LTO, 1 3' 1 1



200 FRONT WHEEL/SUSPENSION

LEFT HANDLEBAR
SWITCH
LEFT HANDLEBAR REMOVAL

Remova the lelt hondlabar switeh (pooe 139}
Remava ke lelt grip.
Locsen the clutch lever bracken bolt,

Depress thi air pressure of the front forks,
Disconnact tha ar hose from the fefy fork,
Remove the alr hose connecter,

Rermave the set iing,

Loosen the hondlebar wtting balt and remove the
letr handlebar

Remove the clutch lever brackeat,

CLUTEH LEVER
BRACKET

13-12

Diate aof lssoe: May, 198
D HONDA MOTOR CO., LTD.



HONDA
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LEFT HANDLERAR LOCATING LUG
LEFT HANDLEBAR INSTALLATION N T —

-_*I.-I -

Attach the kelt handiebas 1o the laft fork tube,
installing the locating lig inte the cutout of the
fork bridge.

Coat elesn oll vo the thread of the handisbar gerting
bolt and mgtall it

Tiﬂ'll!uh the handiebar satting balt to the specifiod
torqus witite pushing the handleber fodward,

TORGUE:
28-32 N'm (2.8~-3.2 kg'm, 20-23 ft-1h)

CUT-OuUT

FUNCH MARK CLUTCH LEVER BRACKET
Instadl the cluteh lever bracket with the salit aligned ;

with the punch mark an the handlebar
Install the teft handlebar vwitch and grip,

Install the st ring,

Dane i | » May, 1087
i";nrit;:I:duTg:n o, LTD. 13- 1 3



202 FRONT WHEEL/SUSPENSION

/(s HONDA

COMNMECTOR
Apply gresss 1o B new oring @nd install it on the
conrac Loy,

Tighten the connecter 1o pecitied torgue
TORGQUE: &—7N-m [0.4—0.7 kgm, 3=5 fi-ib)

AR HOSE
Connect the air hoss o tha lefil fork end tighien X

it to the specified tomue.
TORGUE:
15—-20N-m [1.5-2.0 Kg-m, 11-14 11-b)

Fill the lront forks with air to the specifled pres
BUrg,

PRESSURE:
5090 kPa (0.5—0.9 kg/em®, 7-13 pai)

Install the air valve cap on fhe rght fork cap baln

D-AING

13-14

Date of lssue: May, 1881
L HONDA MOTOR COD,, LT,
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FUSE HOLDER REPLACEMENT

203

HAemove M luge by,
Unscrew the seraes Pglekhng the Tuss Folcdsr

Remove the wire band and junation blosck cover

Disconnect the wire cougler, RIGHT HANDLEBAR
i FT HA
Flemawg the tuse halder, SWITCH ;':Ea'rl'ﬂl;l-l LA
NOTE \ :1
| Routa the fuse holder wires a5 shown ] oy

Inatall & now luwe Roldes in the reverie of removal.

FLISE BOX LEFT HANDLEBAR
SWITCH

D f e May, 1981
;'.ir:gmaﬂ1u:g:n Co.LTD. 13' 1 5
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204 FRONT WHEEL/SUSPENSION

CHOKE CABLE ELAMP

CHOKE CABLE REPLACEMENT
.f i

R LAY ”,;,;,;‘:.t: s

Disconnect the choke cable from the lower choke e \ ““ M

cable clamp. iy bk

Removi the eable end from the choké liver,

CHOKE CABLE
Aemove the choke cable from the choke lever on f ]
the hondlebar.

NOTE
Before removing the cable, T # string 1o the
cable end. Thiz gtring can be uted as 8 draw
card when matalling 8 new choks cabils,

CLUTCH CABLE
CLUTCH CABLE REPLACEMENT

Remova the fuel tank.
Aemoye the clutch cable from the lever,

Date of luswe: May, 1981

1 3' 1 6 o HEMDA .',m'mlﬁ O, LTD
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./ (Hip< FRONT WHEEL/SUSPENSION 205

CLUTCH CaaLE

Loowen 1he lock mut an the angine and remove the
Elutch cobils froem e el teh Loy

NOTE -

Helore ramidwireg the oluteh cable, cosnecy I,I_|

stnmg (o ke end ol the cable so that & nnw

calzie can be (natalled mogily By wling this
l string a8 @ draw cord

Adinl the clutch cable altoer replacemant |Page
318}

THROTTLE CABLE REPLACEMENT

Herriove tha Tuel tank

Homove thie right handlebar switeh thiagile Figaking
Remewe the threttle cables from  the  throttlo
i sng

Tiit e envpgine Toraand (Poge §-1]
RAemowe the throttle cables lrem the carbureton,

Asijust throtile cabbe free play (Page 3-61

Date of lssue: May. 1881
.'“HLL?NI:;:':I:HDTJEJH £o. LTD 13" 1 T
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FRONT WHEEL/SUSPENSION

FAIRING
FAIRING REMOVAL

Remows the left snd rignt leg shields,

Disgonneet the Tairing wine conmecie
Hamown the fairing moont ol

Ramowve the wire band

Disengage the wires form the fairng bracked

Aemave the tairing shde mownt ot
Remove the Fairing,
Ramove the engine guardy

LEG SHIELD

COMMECTER

FAIRING MOUNT
BOLT

ENGINE GLARD

13-18

Date of losue: May, 1881
D HONDA MOTOR CO., LTD



o/ m FRONT WHEEL/SUSPENSION 207

FATRING DISASSEMBLY

Remowa the Tanng (Page 13-187

Homowg the headlight |F.:I-.:III 13-4) pnd turn gignal
(Page 13-23)

Remove the windihield (Pege 13-22)

Hemowe the ledt and righ (alring pockel covers

Hemove the fuse hoider TFrom the right feiring
pacEnl.
Remove tho lefy and nght fairing pocko s

FAIRING POCKETS

SHIELD RUBBER
Remave the feft and righl rear vies milreors

REAR VIEWMIRROR

Chate of lssue May, 1981

HOMDA MOTOR CO, LTD 1 3- 1 9
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Remowe the mirror sty mounting cap nuts.
Remove tha fairlng bracket stay.

Remove the mirror bracket setting screws.
Remowve the mirror bracket.

Remowe the falring bracket from the fairing stsem:
bily.

FAIRING BRACKET

FAIRING BRACKET STAY

Diassemble the fairing & shown if necessary

WINDSHIELD ¥

1 3-20 Date of lssue: May, 1081

£ HONDA MOTOR CO,, LTD.
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LINE

FAITRING ASSEMBLY

Agzemble e fmnng e rovernse orger of da
pssembly.

NOTE

Tlﬂ'llf.'ll the pillas by sligrdng the line af
gillar and &lit of pillar |

Rioute tha Fedring velre homest e thove

GROUMD

WIRE BAND

-~ OF CLAMP
i
{1 1 g
|. i N\
L | = e l.".
4 i,

Dt of Bsue: May, 1TEHET
& HONDA MOTOR COL LTD 1 3"2 1



Z10 FRONT WHEEL/SUSPENSION l"\.._._pf“’ lﬂ:"_{

TURN SIGNAL REMOVAL

Disconnect the twrm signal Wire conneciers,
Hemoue the wrn sinsgals by removing the tum
tlgnal mounting balts,

NOTE

Tha left twrn signal has an orange tube wire,
L and the right turn agral had 8 Hght-Bhue tube
| wira.

WINDSHIELD REPLACEMENT

Aemave the windshigld scrow caps,
Refmave the left and right falring peckats,

¢ lIIHl””

JHIIIIHI

SCREW Cap

Remave the screws.
Romaove the windghield,

NOTE

Do not lot the nuts and mat plates {all when
femoving the twa lowes right s lelt e,
s LT — —

12 P lesus Wiy, 1981
1 3‘22 .-'_:I.ign .:TL” MD:E;H Co., LTD



HONDA
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Install the weathorstrips on the lairing by aligning
the screw holes.

Inetall the windshisld.

Tighten the windshield screws in the sequence
shiown,

FAIRING INSTALLATION

In gtsll the fairing n the reverss order of removal,

NOTE

Se1 the tabs of the junction block e the
fairing brackot a5 shown

FRONT WHEEL
REMOVAL

Femows Ithe spaedomater cibli set screw  Gnd
tpeedomaiar calble,

Ramowve the lalt and right callpars.

NOTE

Do not operate the front braks lever atter
ramoving the front wheol. To do so will
cauie diffleulty In finting the brake disc
betwien the brake pads,

Remove the feft and right axle holders

Bate of lsswa; May, 1881
2 HOMDA MOTOR CO., LTD
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Place o [ack under the ongine and Jock up the
enging untill the forky elaar the front axle s
removir the Sront whesl

DISASSEMBLY

Remove the axle nut spesdomater pear box, aocle
and collar,

RETAINER WRENCH ATTACHMENT RETAINER WRENCH BODY
OF 7 1 0=0010300 BODY QFT10=0010401
Remove 1he retalner. il —
Aemowe the bearings and the destance collor fram %

th hulb.

NOTE

it the bearings @ removed, they should be
reploced whth naw ones.

Uate of lywse: Moy, 1981

13-24 HOMNDA MOTOR OO, LTD
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213

INSPECTION
WHEEL BEARING

Chack wheel bearing play by placing the whee in
& truing stand and spinning the wheel by hand,
Replace the bearings with now ones |f they oe
nialgy or have excetive pliy.

WHEEL

Chapk the im munout by placing the whael in o
truing stand. Spin the whesl slowiy and read the
runowt using a dial Indieator gouge.

SERWVICE LIMITS:

RADIAL RUNOUT: 2.0 mm (0,08 in)

AXIAL RUNCUT: 2.0 mm (0,08 in)

The COMSTAR TM WHEEL cenndt b repaired and
ot e replice with @ new ane (i the arvice limits
pre excended.

AXLE INSPECTION

Set the axle in V blocks and measuie the runoul.

The actual numout s 177 of total indicator reading.
SERAVICE LIMIT: 0.20 mm (0,008 in)

b= PLAY

PLAY

Do ot lssoot May, 15981
o HONDA MOTOR GO LTE,

13-25
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ASSEMBLY

NOTE
* The COMSTAR TM WHEEL has no rim Do o pef grease en the brake dise or stop
Iband, ping power will be reduced,

* The tront whesl wses & wbeiess i, '
For wboless tire repair, refor 0 the
TUBELESS TIRE MANUAL {Code Mo,
B141500, H/C OBB218 in L.5.A).

AXLE NUT
e DUST SEAL (GREASE]

16.5-6.5 kg-m, 40=47 fr-lb)
RIGHT BRAKE DiSC

o @

/ﬁ
DISTANCE COLLAR
27-33 Nem "
{2,7=3.3 kg-m, HERLANAING
H0=24 fi-lb) ] : DUST SEAL
BEARING RETAINER . / LEFT BRAKE DISC
SET SCREW
NOTE ' J FRONT AXLE
i i ] SPEEDOMETER
| Inetell the brake disc as shown | GEAR AETAINER ‘,?
SPEEDOMETER GEAR BOX DISC MOUNTING BOLT
Pack all bearing covlties with gresse. T BRIVER

Dl i the cight baaring first

Press tha tirtanon oollar into-niace: 077490010000 or 07949-6110000

ATTACHMENT 42 X 47 mm

07 746—0010300 or 078460350200
PILOT 16 mm
0F 1460040300

NOTE

Be certain e distance collar i@ position
bofam ingtalling the boarings.

Drive In the lefi bearing.

NOTE

« Drive the bearing squarely,

+ Drive the bearing into position,making
suire that It kB fully sested snd that the
sealed side 13 facing out,

e of lssus! May, 1881
13-26 © HONDA MOTOR CO., LTD.
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Install the bearing fetainer with the tood used 10
remove it

KOTE

lmapect the retalner, I the threads we dam-
aged, it ahould bo replaced

Install the el snd the Dearing retainsr and pean
the edige af the retalner,

MNOTE

The wpoke plste bals and muts require no |
retighiening aince they ore secumpd with
ioek ping, Do not ramoss the ping,

Inszall the speesdomator gear retainer,
Lubsrbcata the inside af the oll seal and insall it

Install the spesdometar cear n the wheal hob,
aligning the tangs with the dots,

Install tha laft and right dises.
TORQUE:
27=33 Nemn (2.7=3.3 kg-m, 20-24 11:1b)

Imgtall the laft side eollsr and axle
Imgtall the axle nut

TORQUE:

BEE=E5 Mom (5.5=6.5 kg-m, 40=47 ft-1b)
Clean the brake discy with & high quality degreasing
BOERL

AETAINER WRENCH ATTACHMENT

QOT 0= 00 1 D200 RETAINER

h‘i w .-.'.u

RETAINER WRENCH BODY
07710-0010401

I'. "
R

F ]
SPEEDCMETER GEAR
RETAINER

SIDE COLLAR

Diate of lsue: Nay, 1881
Y HONDA MOTOR CO., LTD,



216 FRONT WHEEL/SUSPENSION

INSTALLATION '
Fit the calipers ower the discs, taking card not to '/
sy

dama-gr. e braks pads, Install the callper rr|.|:||.|r.1ir||; !
ol s, I
TORGUE:
30—-40 Mo (3.0-4.0 kg-m, 2220 ftlb)
Insiadl the axle holders with the “F* arrow Torvard,
Tightan the forward sxie holder nats lightly.

AXILE HOLDER

Tightan the right axle holder nuts 1o the specified
toarguee, storting with the forward muts.

TOROUE:

18=25 N-m (1.8=2.5 kg-m, 13=18 fi-Ib}
Mazure the cutiide surface of the left brake dise
and the rear of the left caliper holder with a 0.7 mm
(0.028 in) tealer gauge
It the gauge cannol be [nserted, pull the left fork
ol until the gauge can bi inserted,
Tighten the left holder nuts.
Thern should e st least 0.7 mm (0.028 in) clea
rance Dataeen e chlipar holder snd disc,

CAUTION

After inxailing the wheel, spply the brokes I
several times and recheck the clearance on
both sides. Faflure to provide clesranee will
damage the brake discy and affecr braking
efficiency,

FRONT FORK FRONT FENDER

REMOVAL

Aemave the frant wheel (page 13-26).
Aemove the brakes callpers.

HOTE

(Do not loosen the brake hoss unless
NECESLAry .

Remove the front fendar.

= Date of Issus: May, 1881
13 EE HGHD;MD"IE?;IH t,'.l:fll LTD



FRONT WHEEL/SUSPENSION

217

Remove tha faldng {page 13181,

Remiowe the handiebar [Page 13-100,

Loosen the fork bridge and stoering stéem pinch
Bl

Remiowe the front fork by rotating the Tock tube,
Before removing the front forks, loosen the fork
cap bolty to asse front fork disessembly,

DISASSEMBLY
Foark Seal Removal

The fork tube caps are wnder spring prediue,
Care mriist be used whien removing the fork
fube caps to prevear them from becoming
projeciies

Wear ey and face prorection,

NOTE

|+ Fork el replocament doss not raquzle‘
innor fork tube snd slider separation.

= Thit procodere o for alr stsbsted forks
anly,

RAemove the air valve from the right fork cap baly

Install & special plug inta the fork cap balt, [Ses

servico Bulletin 800 & 2, 1100 & 31.

STEERING BOTTOM BRIDGE
PINCH BOLTS

PLUG

Crate of Bsue: May, 18581
S HONDA MOTOR CO,. LTO.
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218 FRONT WHEEL/SUSPENSION

Place the fork tube into & ves with saft faws or a
thop towsl, Looten the fork cap bolt,

NOTE

Awoid damaging the sllding surface of the
fork tukbs,

Remaos the Tedk cap balt,

Extend the fork tubs,

Pour ATF inte the fork fube up to the botom of
the eap threads,

Inswall the fork cag balt,

Remove the dust cover and ciralip.
RAemaove the hack-up plate with a magnet,

SNAP-RING
PRIERS

SNAP-RING

13-30

Date of lasus: May, 1881

© HONDA MOTOR CO, LTD.
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FRONT WHEEL/SUSPENSION

218

Place the wal driver over the fork tube.

Wirag a shop towel around the seal Wea.

Compress the fork tube with o hydraulis prose
until the fork seal is forced out.

Hold the driver against the seal duiing remeyal to
koep the seal from tilting.

Remove the fork cap boby, tool and wesl and pour
the fork oil out.

Remove the bock-up ring with a magnet.

Fark Tube and Slider Separation,

Hodd the fork slider in & vise with soft jaws or &
shap towel.

Remove the socket bolt with o hox wrench and

pump the remaining ATF out through the socket
bl hola.

CRUTION
| Do sot distart the sider n the vise. ]

Pull the fork twbe out until mesistance from the
slider bughing s feli. Then move it in and out,
topping the bushing lightly until the fork tube
separates from the slider . The slider bushing will be
forced out by the fork tube Bushing,

Aermoei and dizscard the oil seal,

Co not remove the fork tube bushing wnbess re-
guired after nipection (Page 13=321.

Rermove the slider bushing from the fork tuls,

SHOP TOWEL QR SOFT JAWE

HEX WRENGCH B mm |
070173230000 {

OR COMMERCIALLY #vmuuw

FORK TUBE

FORK SLIDER

Daote of lewee: bay, 18981
L HONDA MOTOR CO. LTD

13-31




220 FRONT WHEEL/SUSPENSION

INSPECTION

Check the fork spring free lengths and replace
theé springs i shorter than the senvice lkmit.

SERVICE LIMIT:
550.3 mm (22,02 in)

Check the lork tubes, fork sliders and pistons for
gcore marks, seratches, pxecessive of sbnormal wear,
Replace those which cannot be rewsed,
Mepture the munids diameter of the fork tube and
tmighing,

SERVICE LIMIT:

FORK TUBE 0.0. : 38.80 mm (1.531 in)
SLIDEA BUSHING 0.0, : 30.86 mm [1.569 in]

Measuie the paside of the slider and Bushing,

SERVICE LIMIT:
FORK SLIDER 1.D. : 40.2 mm (1.58 in}
GUIDE BUSHING 1.D. 1 36.23 mm [1.544 in)

Visually Inspect the slider and Todk tuls bushing.
Replace if themt ame excesiive scorm of seratched, or
worn 30 that copper appears over miora than 34 of
the total wriscs

Replace the back-up ring |1 there Is distartion at the
points shown.

FREE LENGTH

S

FORK TUBE BUSHING

SLIDER BUSHING

BACK:UP RING

L
b

——— OPPER

SURFACES

CHECK POINTS

13-32

Date of Ise; May, 1281
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Sa1 e lork tube v WV blocks sl mestere the
fuamsit. The actusl ronout 1§ 177 of total mdicator
reading,
RUN OUT BERVICE LIMIT: .2 mm
10,00 i
FRONT FORK ASSEMBLY
CONNECTER
AT Nem 104 -0.7 kgm, 351140} A1R HOSE
VALYE CAR 4-T-N-m 0.4-0.7 kg-m,
: 2-5 fuib)
AR VALVE \ . ?RF % Mo
=7 N:m “‘\\\‘(IIJ __;_,_,_.il:iﬁ_;-l';r?ru{m ORIMG :F'E-ﬂﬂag:t
[0.4=0.7 kg-m, 3=5 1) ' i B2 10 log-mi, Aa—4.0 kgm,
o ’ T ;' 11=14 frib) _ T1=22 1)
"l ‘-'\':::_ -\_1-'
o T - - ] .'_";'_|
CHRCLIP - ™ = eEal - i Ch—— O-RING
' e R K =
-— Al :;:P?:I‘LﬂTE
i
T SEaL [

SLIDER —.
BUSHING

i

5™~

@ BLIDEA
(% L.
§
J. g . b+
[Q ‘!
4
L
SOCKET BOLT
RIGHT FORK VE=26 tem (1.5=2.6 kg-m.
ASSY 1118 f1-th)

.III

e TT—BACKUP| je—FORK TUBE
: RING

PIEI}JH RING
)

.f-—msrcw 3

Y

FORK SPRING

: &
&'e—REBOUND @@
R TR SPRING
BUSHING

Date of lssue: May, 1881
2 HONDA MOTODR €O, LT,
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HONDA
23 FROMNT WHEEL/SUSPENSIOMN m

Cl=an 4l disswsmbled parts.

install ‘& mow bushing anto the fark mibe i meces-
sary, Inatall the rebound wpeing and piston into the
fork tube,

Place the @il lock plece over the pisten and and
inasrt the fork fube inte the slider.

install the fork spring. Install the fork cop balt
ooy,

Place the fark alidir (A & viee with ash javwe o a
shop 1owal,

Apply a locking agent to the socket bolt and thrpad
it inte the plston. Tighton with & hex weench.

TORQUE: 15—25 N-m
(1525 kg-m. 11-18 fr-it)

CAUTION
| Do oy dixtore the sfider (n the vize ]

Place & new slider bushing over the fork tube and
redT i on the slider. Put the beck-up ring and
old buthing or equivalent tasl on top, Drive the new
bushing into place with the seal driver, Remove the
ald bushing.

PISTOMN

@: REBOUMND
SPRING

SHOP TOWEL QR SDFT JAWS

MEX WRENCH Bmm |
07017-3230000 \ |

OF COMMERCIALLY AVAILAB

SEAL DRIVER 07947-4630100

J

13-34

Date of lgyus: May, 1881
£ HONDA MOTOR CO., LTD.
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FRONT WHEEL/SUSPENSION 223
SEAL INSTALLATION
DUST COVER
Wrep & piece of tape sround the grooves at the
top af the lork tube,
This will prevent the ail seal from being damaged
wihen i1 b inetalled,
Ui EMAP RING
Coar the oil seal with ATF and slide the sesl over BACK-LIP
the fork twibe, PLATE
Orive tha goal in wath the soal driver wntl the
1ol bottoms agmnet the dlider.
- OIL SEAL
Install the back-up plate, snan ring and dust covar, BACK.UP
R
NOTE: Bl SEAL NG
Install the wmep ring with s redivsed edge SLIDER
| lecing down. BUSHING

Remove the fork fwbe csp snd pour the goecified
emounl o ATF into the fork tuba

CAPACITY;

345 co 111.7 oz] (Reassembly )

305 ce (10.3 oz} (after dralning|

Rermowve the speeis plug from eap Balte,

Instadl & mow o-ring on the cap balt,
Irstall thie tark tube cap.

NOTE
Place the fork tube in o vise with toft javs o

2 ghop towel to svoid damaging the siiding
surface,

Tighven the lork cap bolt 10 the specified torgue,
TOROUE:
1530 N-m (1.5—3.0 kg-m, 1122 fr.Ib)
Instadl the air valve Inta the right fork cap balt,

TORQUE:
4—TN-m (0.4-0.7 kg-m, 3-5 fr-Ib}

Date of lisue: May, 1981
D HONDA MOTOR GO LTD,




224 FRONT WHEEL/SUSPENSION

INSTALLATION

Slide the froat forks into the fark bridge with the
alr Nitting hale tacing foward.

Loosely tightan the bridge pinch bolt

Align the lower groove with the top surfoce of the
fork top beidge.

Instll the left and right handlebars (Page 13-100
Irseall the set rings anta the fork tubes

Locsen the beidge pinch bolts and align the se1
ring with the top of the handiobars,

Tighten tha bridga snd stesripng s1em pinch bolw 1o
ipecifiod torgue.

TOROUE:

Bricdge: 9—13N-m (0L.9-1.3 kg-m, 7=0 fi-lk]
Stearing stem

18=25MN-m |1.8=2.5 kg-m, 13=18 f1-l)

lngtall tha frant fenddr

instoll the front fendar,
Ingtoll the Tairing and front wheel [Pege 13-30 and
13-221.

UPFER PINCH BOLT

13-36

Diste af lsaue: Kay, 1981
o HONDA MOTOR CO., LT,



FRONT WHEEL/SUSPENSION

STEERING STEM LOCK NUT WRENCH 26« 30 mm

STEM REMOVAL

225

Resmove the fairing (Poge 13184, left sad rlght
handlobary [Fage 12-100 and instruments  (Fage
13-8).

Loasen tha fork bridge pinch balia

Hemove 1he yoeanng FEam nut,

Remove the frant wheel (Page 13-22) snd feont
farks (Page 13-27)

TOP THREAD “B"™ NLUT
Aemove the top thresd "B nut lockowaher and
siem baaring adjusting nut \
Hemowe the steering stem and beannm
Check the stoering stem beoring for damogn o4
PRAT,

o
ADJUSTING NUT LOCEWASHER
STEERING STEM LOWER BEARING
BEARING REPLACEMENT /

Remove the bearing if necessary

;’t‘#‘

NOTE
I Aogilace the bearing and bearing race &t a st _-|

Date of lswue: May, 15981

& HONDA MOTOR CO., LTD. 1 3- 3?
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STEERING STEM DRIVER
07848-3710G00

Initall the dust seal on the steering stem and drive
the lower bearing iner race over the Ltem,

Aemove the upper bearing ouler race,
DRIVER
OTB4E-3710600
ar
REMOVER
078534260002
O
Aemowe the lower bearing outer race,
DRIVER
NOTE E:'E'lﬁ—ﬂi'lﬂm ‘
It the motoreycle has been invalved In an AEMOVER
accident, examing the ares around thi steering 07053—4250003
head for cracks
RACE AEMOVER
078463710500

13_35 Date ol lesue: May, 1981

£ HONDA MOTOR CO., LTD.



HONDA
m FRONT WHEEL/SUSPEMNSION

FFay

Drive tha upper bearing outer race inta the head
pife,
Cirive the lowear Elrll'lli ouiEr rocE into e head
i,

INSTALLATION

Pack tha bearing cavities with bearing oreais.

Install the steering stem inta the head pipe

Install the grease plate on the stam pipe,

install the upper bearing outer race on the esting
sterm,

Inztall and tighlen the a.d|u1.1.i|:|11 mut.

TOROUE:
11=13Nm [1.1-1.3 kg-m, 8=8 fi-Ib)

DRIVER

ATTACHMEMNT
D79 G=3710700

UPPER BEARING

STEERING STEM

STEERING STEM SOCKET
0rE16=3710100

BEARING DRIVER

Date of lssue: May, 1981
S HOMDA MOTOR CO.L LTD.
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48 FRONT WHEEL/SUSPENSION

(47 HONDA
€

=/ (HibX

Turn the stearing stem left lock-to-right loek B
times to seat thi beadings,

Imgtadl the Tront forks and front whesl and lower the
front wheol to grownd.

Repeai the bearing tightening snd stesring stem
TUrRIng SSOqUBncE Twics.

If the nut does not tighten aftar tuming the stoering
steen the firt oe second time, remove the nut and
Ingpect 1T and the stedring stem threads for dirt or
e,

Install § new bebding adjustment nut lock washer
aligning the tabs with the grooves in the nurt,

MOTE

| DO NOT install & used bearing adjstment nut |
| loek washer,

Hand tighten the top thread "8B" nut Hold the
adjustment nut and further tighten the “B" mut
only 1o slign It grooves with the lack wather tabs.

MNOTE
It the top thread "B nut grooves cannol be

gasily  allgned with the lock washer tabs,
remowe the nut, turn it over and reinstall,

Bend the othar two lock washer fabs up inio the
top thread "B nut grooves.

LOCK WASHER

TOP THREAD “8"
NUT
/

13-40

Date of leass: May, 1881
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S S IEEE FRONT WHEEL/SUSPENSION 229

LOCKNUT WRENCH 28 = 30 mm

Inetall the frant forks (Poge 13-35) and bridge
Tighten tha stenrkng stom nuL
TORAUE:
Bi=120 M-m (B0=12.0 kg-m, BH=-=87 1i-lb)
Tighten the bridgs pinch Ll
TOROUE:
T mm balt =13 Nm
(0.89-1.3 kg-m, 709 fi-B]
B mm bolt 30—40 N-m
[3.0-4.0 kippm, 22-=29 {t.b)

& mm BOLT 7 mm BOLT

Late ol lssue: ey, 1581

HOMNDA MOTOQR CO, LTD 1 3-41



